
BATTERY SUMMARY SHEET

ENCLOSURE 1
CHAPTER XXI
DRMS-I 6050.1

SPECIAL
DRMO WILL TURN-IN WET/DRY

TYPE ACCEPT REQUIREMENTS CELL

LEAD ACID Yes (2) Wet

NICKEL CADMIUM Yes (2) Varies

MAGNESIUM Yes No Dry

CARBON-ZINC Yes No Dry

SILVER Yes Yes Varies

MERCURY Yes (3) Dry

LITHIUM (1) Yes Dry

THERMAL (7) -- --

WAREHOUSE COMMON CHIEF
TYPE STORAGE ELECTROLYTE HAZARDS

LEAD ACID No (4) Sulfuric Acid Corrosive

NICKEL CADMIUM Yes Alkaline Corrosive

MAGNESIUM Yes Neutral/Alkaline Gel Flammable/Corrosive

CARBON-ZINC Yes Chloride Paste/Gel Corrosive

SILVER Yes (5) Alkaline Solution/Gel Corrosive/Reactive

MERCURY Yes Alkaline Gel Corrosive

LITHIUM Yes (6) Acetonitrile Flammable/Corrosive/
Reactive

THERMAL -- -- --

(1) Consult paragraphs C2b(2) and C6.
(2) PPE should be worn, consult paragraphs C2b(1) and C6a.
(3) Consult paragraphs C2c(4) and C6.
(4) Drained/Unserviceable batteries may be stored outdoors.
(5) Consult paragraph C3b(6).
(6) With sprinkler system, class D extinguisher; or, as second choice, noncombustible warehouse with
     class D extinguisher.
(7) Consult paragraphs C4b(6) and C2c(7).


